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HYDRAULIC TRUCK CRANE

GT-5S50E

55 METRIC TON CAPACITY
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New Partner
for New Century!

RIGHT HAND STEERING




SPECIFICATIONS

MAXIMUM CAPAGITY 55,000k a1 3.0m [TADANG Automatic THiain Unitin crane cab gives audile and visual
TRAVELLING SPEED{WAX.]| 83kmn ( Opfion:50kmiA speed limitar | | | [Moment Limiter | o R ) Wi otk
GH:‘HDEAB‘W{THNS ] 3% | area far each uu't“gwr F‘)ﬁmn s gwen ﬂpﬂrﬂlﬂ]"
WEIGHT Gross vehicle mass| 39,000k [ 35,850kg) Nine fmdlnrm are constantly di splayed.
-frant 15,900kg (*16,250kg) Di
i 23,900k (*19,500kg) é‘&i‘;r Bbclm an%wgm rr?mrmm
 [e=chude jib, singla fop and counterweight ur swing angle -Actual hook Joad «Parm Ie load
WIN. TURNING RADIUS | 10.8m {at Ganler o extrame outer fire) “er a:,’ﬁaa angleor rumber of parsne o par e of b
‘BooM &-gaclion Il length power telescaping boom siton d " DOutrigger postion
Fully refracted length | 11.1m Bgﬂﬁgfgﬂn':lzm E}f - ary e hydmullr.
Fully extonded langth | 42.0m reseure (Displa Iaaw
Extansion spead 30.9m in 1208 |1:I %wwmmmw
Elgvation speed -2" 1n B0 in 685 and / or boom telescoping and / or Swing.
JB Triple offset (5 25745 ) OUTRIGE H :Lra.uﬁua]l oparated H-typa oul
Stored under base boom QE?,,H IGGERS E;r.h. ,|:|u:-r:!Ir glracuntmllad slmman &nusly or,
Length 9.0m and 14.6m independarily ffom either Side of carrr.
MAIN WINCH Grooved drum driven by Rydradiic 2.oal piston motor Eﬂ;ﬁmﬂ Slg;g“ mﬁng-am ract ta within
through winch spaed reducer. vehicle width. All cylinders Il'rtad Im!h ilol check
Single fine pull 42.2kN {4,300k} valves.Crane operation with different extended
Single fine speed 143m / min {at tha 4th layer) lzngth éar aach ?ul"gﬁruﬁﬂél b ipped with exignsion
Wire rope Spin-resistant type  19.05mm % 227m | ;i Wrm Mgmm
AUXILIARY WINCH Grooved drum driven by hydrauie axial piston motor| || | Extended width Flgat size (Diameter)...400mm
through winch speed reducer. i [FRC A fifth hydraulically operated outrigger jack. |
Single line pull 44 1KN {4,500kgf} | [FRONT JACK ﬁmmﬁnﬂ'{'hg e of camiar to parmit
Single line speed 123m / min(at the 2rd fayer) 360" litting capacities -
Wire rope Spin-resistant type  19.05mm % 127m Hydraulic ‘E%:ndaq ﬂttam pqlnmkr valve.
SWING  speed 1.9min™ {rpm} Flneu Size (Diamete '
___ Talswingradivs | 3,650mm (with counterwaight) | T
HYDRAULIC SYSTEM | Pumps......Quadruple gear pumps driven by carrier ¢ |STANDARD EQUIPMENTS mw;éh”% {AML) csuamluwar
G Edtangunvs: through RT.0. ¢ |CARRIER [ Missan KE48UXN...... Right hand steering. B 4
ontrod valves...... ¢ Mo HHI M PFETE
Multiple valves actuated by pilod pressure E|ENGINE | T%ﬁ turba charged, 6 cylinder in lina,
with Integral pressure relief valves. direct injection, -nalur coolad diesel engine.
Circuit........Equipped with ait eooled type oil coaler 'F‘lSII:H‘i dls.plamrnanl ------ 1
Filters........Retum line filter X SMOKe ...
i i  Max, 18 s 1 2,100m
Hydraulic oil tank u."g!l;;aalclty ﬂﬁ E%“.; S{ ...... 1.431“11{{ H 1, 2000’ "W'}
apprax. ers T |TRAMGH 7 forward and 1 reverse speeds, Synchromesh on
T [TRANSMISSION B 7th gears, and constant - - mash on 1st and
TEVETSE Q2ars.,
DIMENSION i1

ﬁnnﬁnuingﬁzﬁnical development requires Tadano 1o retain the right to

—

make specifications, equipment and price changes without notice.

rf TADANO

TADANO LTD.

(International Headquarters)

4-12, Kamezawa 2-chome Sumida-ku Tokyo 130-0014 Japan
Tel:81-3-3621-7752 Fax:81-3-3621-7785

hittpfwnw.tadano.co jpindexe.him - E-mail:idnihg @tadano.co.jp

Snma s;laculn:aﬂmg are subject 1o changa

GT-550E-2001-10-2000-1
Printed in Japan



